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SX-31 PHASE TRIMMER

MI-3 PROBE

SX-32 PHASER

SPECIFICATIONS SK-31 SK-32

FREQUENCY RANGE 100TO 425 MHz 100 to 400 MHz

1.05:1 1.06, 100-200 MHz: 1.10, 200-400 MHz
INSERION LOSS 0.1dB 0.1dB

PHASE SHIF AT 332 Wiz
ELECTRICAL LENGTH AT 332 MHz 110+ 10 230+ 20

IMPEDANCE 50 Ohms 50 Ohms

TEMPERATURE -58°F to + 158°F

FOMIDITY
WEIGHT | ue [

SPECIFICATIONS SK-28 SK-39 Mi-3 PROBE

FREQUENCY RANGE 108 TO 112 MHz 328 T0 332 MHz Used to measure the amplitude

and relative phase between the
INSERION LOSS 0.1dB 0.5dB 3 dipole elements in the

1.15:1 Maximum 1.1:1 Maximum Glideslope antenna.
ISOLATION BETWEEN OPPOSITE PORTS 35 dB Minimum 30 dB Minimum Weight 9 Qunces
IMPEDANCE | 500tms |  500hms | TempRange -20to+140°F

CONNECTORS Type “N” Female Type “N” Female Coupling -40 dB nominal
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